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Abstract—A major challenge for Brain Computer Interface 
systems (BCIs) is dealing with non-stationarity in the EEG signal. 
There are two types of EEG non-stationarities 1) long-term 
changes related to fatigue, changes in recording conditions or 
effects of feedback training which is addressed in classification 
step and 2) short-term changes related to different mental 
activities and drifts in slow cortical potentials which can be 
addressed in the feature extraction step. In this paper we use a 
covariate shift minimization (CSM) method to alleviate the short-
term (single trial) effects of EEG non-stationarity to improve the 
performance of self-paced BCIs in detecting foot movement from 
the continuous EEG signal. The results of applying this 
unsupervised covariate shift minimization with two different 
classifiers, linear discriminant analysis (LDA) and probabilistic 
classification vector machines (PCVMs) along with two different 
filtering methods (constant bandwidth and constant-Q filters) 
show the considerable improvement in system performance. 

Keywords—Covariate shift minimization; EEG; Non-
stationarity; Self-paced Brain Computer interfaces 

I.  INTRODUCTION  
The goal of a brain-computer interface (BCI) is to infer a 

user’s intention by translating their brain pattern into a 
controlling signal for different applications. This system is 
especially designed to assist people suffering from 
neurological disorders [1]. Electroencephalogram (EEG) 
signals recorded non-invasively and deployed in BCI are 
inherently non-stationary resulting in substantial change over 
time, both within a single session and between sessions, 
resulting in significant challenges in maintaining BCI system 
robustness [2].  

There are two types of non-stationarities: short-term 
changes related to different mental activities (e.g. hand 
movement, mental arithmetic, slow cortical potentials etc.), 
and long term changes related to fatigue, small differences in 
electrode position, or effects of feedback training [3]. To build 
a stable BCI, the system should be able to adapt to these non-
stationary changes in the EEG signal. The data processing in 
BCIs consists typically of two main steps, (i) signal processing 
and feature extraction, and (ii) classification or feature 
translation. Adaptation can be done on one of the above steps. 
The short-term drifts are normally addressed in the feature 
extraction step while the second type of non-stationarities or 

long-term changes are normally addressed in the classification 
and feature translation step [3].  

Several studies have shown the usefulness of applying 
adaptive methods in enhancing the system performance. The 
adaptive BCIs described in most of the publications are 
categorized in two different groups; supervised and 
unsupervised adaptive systems [4]. Supervised adaptation is a 
situation that the true class labels are known in advance while 
unsupervised adaptation is based on unlabeled data. 
Unsupervised classifier adaptation has received more attention 
in the literature [4-8] while the number of systems designed 
with an adaptive feature extraction block, are very limited. 
The unsupervised covariate shift minimization (CSM) method 
proposed in [9] is a feature adaptation method which alleviates 
the non-stationary effects between sessions in a 2 class motor 
imagery based BCI. CSM involves estimating feature 
deviation from the mean over time using polynomials and 
subsequently accounting for the drift by subtracting the 
estimated drift. The term covariate shift refer to the case in 
which  the training and testing feature distributions change 
while the conditional distribution of the classifier output given 
an input is unchanged. Based on this definition, Sugiyama et. 
al. [10] proposed a modification of the cross-validation 
technique called importance weighted cross-validation 
(IWCV) that can be used for model and parameter selection in 
classification tasks. In [11] the covariate shift adaptation 
method proposed using IWCV to select the parameters of an 
importance weighted LDA (IWLDA). While Covariate shift 
adaptation method [11] tries to adapt the parameters of the 
classifier, in CSM [9] the adaptation is done in feature 
extraction step.  

In this paper we show that by applying the CSM method in 
a foot movement based self-paced BCI we can minimize the 
short-term non-stationary effects of the signal in a single 
session and improve performance of the system in detecting 
foot movement in the continuous EEG signal. Although the 
CSM method has been demonstrated in [9] using only one- 
feature adaptation and later using multiple feature adaptation 
(in press) to improve inter-session unsupervised adaptation, 
this work presents intra-session short term multiple feature 
adaptation in self-paced mode for the first time. The problem 
of non-stationarity of EEG data in self-paced systems have 
been addressed in classification [12, 13] and post-processing 
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[14] steps before. An unsupervised adaptive method based on 
sequential expectation maximization for Gaussian mixture 
model (GMM) proposed in [12] for onset detection problem. 
In [12] the mean and variance of each Gaussian component 
are adapted online while in [13] the number of Gaussian 
components in GMM was adapted online.  In another study 
Tsui et al. [14] adapted the refractory and dwell windows 
required for post processing in self-paced BCI control. 

The remainder of the paper is organized into four sections. 
Section II outlines data acquisition. Section III contains the 
details of the methodology for frequency decomposition, 
feature extraction, covariate shift minimization, classification 
and post-processing. Results and discussion are presented in 
section IV. Finally conclusions are presented in section V. 

II. DATA DESCRIPTION 
The analysis is performed on data provided by the 

laboratory of Brain Computer Interfaces (BCI-Lab), Graz 
University of Technology [15]. Seven healthy subjects 
participated in the study. Each subject performed 3 runs (each 
run comprised 30 trials). The subjects performed a brisk 
movement of both feet after the presentation of the cue. At the 
beginning of the trial (t=0) a “+” was presented; then at t=2 
the presentation of an arrow pointing downwards cued the 
subject to perform a brisk foot movement of both feet for 
about 1 second duration. The cross and cue disappear at 
t=3.25s and at t=6s, respectively. At t=7.5 the trial ends (Fig. 
1(a)). The sampling frequency was 250 Hz. Our analysis is 
performed on a single small Laplacian derivation over the Cz 
electrode (Fig. 1(b)). 

III. METHOD 
The single EEG channel derived from 1st and 2nd run of 

each subject is used as training data and 3rd run is used as test 
data. A block diagram of the proposed system is illustrated in 
Fig. 2.  

 
(a)                         (b) 

Figure 1. Paradigm and electrode positions a) timing scheme of each trial, 
b)Electrode position 

One-second sliding windows of EEG signal with 0.8 
seconds overlap are first filtered in a broad frequency range of 
6 to 36 Hz which covers the mu and beta rhythms. The 
logarithmic band power of the signals then calculated to extract 
features in different frequency bands and finally the classifier is 
trained to reveal the event-related synchronization of the EEG 
signal which occurs after foot movement. Since the training 
data and test data features follow different distributions, the 
classifiers trained on training data are not optimum for the test 
data. Therefore in the test phase, the shifts of the features are 
estimated and removed before classification using the covariate 
shift minimization (CSM) approach. In order to examine the 
effectiveness of the proposed CSM method regardless of the 
feature extraction and classification method, we tested the 
performance of the system for two different frequency 
decomposition methods (Constant-Q filters and constant 
bandwidth filters) and two different classification algorithms: 
linear discriminant analysis (LDA) and probabilistic 
classification vector machines (PCVMs). We previously found 
the constant-Q filters can outperform constant bandwidth filters 
[16] and that PCVM can outperform other commonly used 
classifier such as LDA and SVM [17]. The following sub 
sections provide details of each block in in the BCI system.  

 

 

 

Figure 2. Block diagram of the proposed system where the shift is removed for each feature independently 
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A. Frequency decomposition and Feature extraction 
Due to the movement or imagination of the movement, 

EEG signal energy in specific frequency bands and also in 
specific brain regions fluctuate, producing an event related 
desynchronization (ERD) before and during movement and 
event related synchronization (ERS) in the beta frequency 
band after termination of the movement [18]. The results of 
[15] demonstrate that the ERS patterns are more successful in 
detecting the foot movement (event or control state) in the 
ongoing (continuous) EEG signal (which contain event as well 
as non-event information i.e., an idle state).  

In this paper we therefore only consider ERS as a 
neurological phenomenon for discriminating foot movement 
from the idle state. For detecting ERS from continuous EEG 
the logarithmic power of the signal in different frequency 
bands are calculated. In the preprocessing step the signal is 
filtered using two different filtering methods: 1) constant 
bandwidth filter bank which gives frequency components from 
6 to 36Hz with a length of 2Hz and an overlap of 1 Hz; 2) 
constant-Q filter bank with 14 center frequencies from 6 to 
36Hz and for two different Q values Q= 2 and Q=3[14]. For 
constant-Q frequency decomposition, the ratio of center 
frequency to bandwidth for all the filters is the same and equal 
to Q.  

The logarithmic band power features are extracted from 
time segments of 1s lengths of EEG signal as follows: (i) 
band-pass filtering using one of the above filtering methods, 
(ii) squaring the value of each sample, (iii) averaging all 
samples within the time segment and (iv) applying the 
logarithm function. Two adjacent segments have an overlap of 
0.8 seconds. 

The continuous EEG data is categorized into two classes: 
baseline and movement. All the samples were labeled for the 
classification of ERS against all other brain activities. 
According to the ERD/S map of the training runs of the 
subjects, (Fig. 3) the ERS happens mostly in t=4-5 seconds in 
each trial. Therefore the samples in t=4-5s of each are labeled 
as movement/event class (class 2) and the rest of the samples 
are labeled as baseline/idle (class 1).  

 

Figure 3. Time-frequency ERD/S map of one subject (s4) 

B. Covariate shift minimization 
As outlined above, one notable representation of 

nonstationarity in EEG is that feature distributions differ 
between the training data and test data and this alteration and 
shift in distribution affects the classification accuracy. In the 
test phase after extracting logarithmic band power of the 
signal in different frequencies we estimate the shifts of each 
feature separately and adapt the features to minimize these 
shifts. The method is the same as CSM [9] which is the online 
estimation of the shift occurring in the distributions by means 
of a polynomial fitting to a short history of feature values. 

Suppose we have N consequent 1-sec time segments in the 
test session (two consequent segments have 0.8s overlap). 
From each segment we extract a feature vector [ ]1...

T
kf f=f . 

For each of the feature vector’s element ( 1,..., )if i k=  the 
polynomial fitting is done separately (in [9] only one feature is 
adapted). For the first T-1 segments, the extracted features 
remain unchanged i.e., no adaptation is involved. A 
polynomial of order h is fitted on these T-1 data points 
( , ) 1,..., 1xx y x T= −  with equation (1): 

 2
0 1 2      h

ha a x a x a xy = + + + …+        (1) 
where

iy f= , x  is the segment number and 0 ,..., ha a  are 
polynomial coefficients. In matrix notation, the equation for a 
polynomial fit is given by Y = Xa  and this matrix equation 
can be solved by ( ) .=

-1T Ta X .X .X Y . The polynomial value 
at the current time segment T using the above equation is 
calculated and is equal to

( )î Tf . The difference between the i-th 
feature value for the respective time segment ( ( )i Tf ) and the 
calculated value using the above polynomial (

( )î Tf ) shows the 

i-th feature shift in the time segment T: ( ) ( ) ( )
ˆ

i T i T i Tshift f f= − . 
Adding the calculated shift to the common mean of the 
training feature distribution, 

0
1

1 M

i ji
j

f
M

μ
=

=  where M is the 

number of training data, gives the readjusted feature for Tth 
time segment:  

( ) ( ) ( ) 0
ˆ

i T i T i T iReadjusted feature f f μ= − +             (2) 
The coefficients vector a  is continuously updated over T 

previous time segments and the above calculations are 
performed for each feature the feature vector (i=1,…,k) and 
for all time segments from (T,…,N) to readjust the features and 
minimize their shift. Classification of the test features is 
performed after covariate shift minimization and based on the 
new adapted features.  Selecting the order for polynomial, h, 
and also the number of previous samples, T-1, for 
recalculating the polynomial coefficients is one of the 
challenges of this method. In this paper, the number of 
previous samples for recalculating the polynomial coefficients 
and the polynomial order where selected as follows. For 
different values of T from 30 to 200 samples with step of 20 
samples and also for h=1, h=2 and h=3 the performance of 
the system was calculated using the train data. The best results  
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Figure 4. Feature distrubution of A) training data, B) test data and C) test data 
after applying Covariate shift minimization method for subject S2 

were achieved by selecting T=50 and h=1 hence these 
were the values used for the test data. Each feature in the test 
phase is updated using the features of last 10 seconds. Our 
system is causal and also is unsupervised since we do not need 
the information of true class labels of each feature in 
adaptation process. 

An example of applying the CSM on one of the features of 
the feature vector for subject s2 is plotted in Fig. 4. The first 
and second rows show the feature distribution of the training 
and test data, respectively. The shift and change in feature 
distribution from training to test data is completely clear. In 
the third row of Fig. 4 the test feature distribution is plotted 
after features are adapted using CSM.  

C. Classification 
Two different classification methods, LDA and PCVM, are 

also compared in this paper, to classify the foot movement or 
control-events from the baseline resting state EEG signal.  

1) Linear Discriminant Analysis (LDA) 
 

The aim of LDA is to define a decision boundary for 
separating the different classes. The decision boundary is 
obtained by searching the projection that maximize the 
distance between the two class means and minimize the 
interclass variance. The computational requirement of this 
technique is very low and makes it very suitable for online 
BCI. Due LDA’s simplicity and success in a significant 

number of motor imagery based BCIs it also applied and 
tested in the system presented here [19].  

2) Probabilistic Classification Vector Machines (PCVMs) 
 

PCVMs is a new sparse learning algorithm proposed in 
[20] by Chen et al. This classifier not only addresses several 
drawbacks of support vector machines (SVMs) and also 
relevant vector machines (RVMs) but also provides some 
advantages such as: producing probabilistic output for new 
test points, applying expectation maximization (EM) 
algorithm instead of computationally expensive grid search by 
cross validation which is applied in SVMs for finding 
optimum kernel parameters, and reducing the computational  
complexity in the test phase as a result of the sparseness-
inducing prior of weight vector. Application of this classifier 
showed performance improvement compared to SVM in 
detecting foot movement previously [17].  

In PCVMs, based on the training set { } 1
, N

i i i
X y

= , we try to 
choose a learning model 

,
1

( ; ) ( ) ( )
N

i i
i

f X W w X b X W b
=

= + = Φ +θ θφ  

where the prediction ( ; )f X W  is a linear combination of N  

basis functions { }1, ,( ),..., ( )NX Xθ θφ φ , (wherein θ  is the 

parameter vector of the basis function), 1( ,..., )T
NW w w= is a 

parameter of the model and b  is the bias. In this paper we 
used the radial basis function (RBF) as the basis function. In 
order to specify the model parameters such as W , bias b , and 
kernel parameters θ , the expectation maximization (EM) 
algorithm is used. The comprehensive theoretical detail of this 
classifier is available in [20].  

D. Post-processing  
The output of the classifiers is post-processed with three 

simple parameters: one threshold, a dwell time and a 
refractory period [21]. The amount of time that the output 
signal of the classifier must exceed the threshold to be 
considered as a control event is referred to as dwell time. 
Refractory period is the time interval in which the output 
signal will be ignored following one control event detection. 
Using these post-processing parameters limits the false 
detections of foot movement. Selection of the dwell time and 
refractory period should be done in a way that allows the 
system to make fast decisions and also limit the number of 
detection in each control interval. In this paper the dwell time 
and the refractory period are fixed for all subjects and are 
equal to 0.4s and 3s, respectively [17]. Over different 
threshold values the receiver operating characteristics (ROC) 
have been analyzed.  

IV. RESULTS AND DISCUSSION 
In results provided here, the first and second run of data 

was considered as the train set while third run served as the 
test set for final evaluations. For evaluation the time interval 
from t=3 to 5.5 seconds of each trial is considered as the 
intentional control (IC) period. Performance measurement of 
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the system is carried out in an event by event manner. The 
event by event TPR and FPR are computed as follows [11]:  

 
TP

TPR
NTP

=       (3) 

FP
FPR

NFP
=       (4) 

      

  

total number of samples in test run
NFP

dwell time Refractory period
=

+
   (5) 

 
where TP and FP are the number of true positive and false 
positive detections, respectively. NTP is the number of IC 
periods. Table 1 and Table 2 compare the results of foot 
movement detection (TPR and FPR) with and without 
covariate shift minimization when two different kinds of filter 
(constant bandwidth and constant-Q) for preprocessing and 
two classifiers (LDA and PCVMs) are applied in separate 
system tests.  According to the results of table 1 and 2 the 
performance of the system the system for all filtering and 
classifier applied is improved by adapting the features using 
the CSM (Table 2) compared to no feature adaptation. A two-
sided Wilcoxon signed rank between the accuracies obtained 
with CSM and without CSM showed a significant increase in 
TPR (p<0.03), and decrease in FPR (p<0.05). Importantly this 
performance improvement is not just limited to one specific 
classifier or filtering method, all the columns of table 2 (with 
CSM) have lower average FPR and higher average TPR 
compared to the relevant columns in table 1 (without CSM). 
According to these tables the amount of the performance 
improvement using CSM is different among subjects since the 
shifts of test data feature distribution are not equal among 
subjects. For s2 the improvement after applying CSM is very 
high while this improvement for s7 is not substantial. The 
results that the short-term non-stationarity is more evident in 
EEG signals recorded from subjects s2 and s5.   

In this study an unsupervised adaptive method, covariate 
shift minimization (CSM), has been tested for feature 
adaptation in a self-paced BCI for the first time. The results 
show that CSM can track and minimize short-term changes in 
the feature distribution in an online manner. The major 
advantage of this method is that it does not require any 
supervision during the adaptation process. The disadvantage 
of this approach is that it may not cope well with imbalanced 
data which could be a major issue in self-paced BCI systems 
where the idle class generates most of the training/testing 
samples. For this study the dataset were recorded in a trial 
based manner but for the real self-paced situation we might 
have idle state for a long time.  

V. CONCLUSION 
This study shows for the first time that the performance of 

the self-paced BCI system in detecting foot movement in 
continuous EEG is improved by applying the unsupervised 
covariate shift minimization (CSM) method. In this research, 
CSM reduces the non-stationary effects of the EEG signal in 
single session while previous reports show across session 
improvement in a synchronous BCI paradigm [9]. Future work  

TABLE I.  ROC CURVE ANALYSIS OF INDIVIDUAL PERFORMANCE 
WITHOUT COVARIATE  SHIFT MINIMIZATION  [%] 

Suba Constant-Bandwidth filters 
 

Constant-Q filters 
 

LDA PCVMs LDA PCVMs 
TPR FPR TPR FPR TPR FPR TPR FPR 

S1 100 0 100 0 100 0 100 0 
S2 93.3 6.8 60 9.7 76.7 5.5 73 9.7 
S3 100 1.3 100 2.7 100 1.4 96.6 1.4 
S4 83 5.6 93.3 5.6 93.3 5.6 93.3 2.8 
S5 80 18 80 8.3 86.6 8.3 77 8.4 
S6 70 9.8 83 9.7 96.6 7 93.3 6.8 
S7 93 10 90 4.2 96.6 1.4 96.6 8.4 
Avrage 88.4 7 86.6 5.6 92.8 4.2 89.9 5.3 

a. subjects 

TABLE II.  ROC CURVE ANALYSIS OF INDIVIDUAL PERFORMANCE WITH 
COVARIATE SHIFT MINIMIZATION  [%] 

Suba Constant-Bandwidth filters 
 

Constant-Q filters 
 

LDA PCVMs LDA PCVMs 
TPR FPR TPR FPR TPR FPR TPR FPR 

S1 100 0 100 1.4 100 0 100 0 
S2 96.6 5.6 90 6.8 96.6 2.7 96.6 6.8 
S3 100 0 100 0.0 100 0 100 1.4 
S4 90.0 8.4 97 8.4 96.6 2.8 96.6 4.2 
S5 80.0 16.8 90 4.2 90 9.7 90 8.4 
S6 93.3 5.6 83 6.8 100 2.8 100 4.2 
S7 96.6 3.0 90 6.8 93.3 4.2 96.6 2.8 
Avrage 94.1 5.7 92.8 4.9 96.6 3.1 97.1 3.9 

a. subjects 

 

will include studying the performance of applying CSM 
method in real-time online BCI systems with feedback to 
determine the performance improvement given by improved 
system robustness in the face of non-stationary changes in the 
continuous EEG signal, both within and across sessions. 

ACKNOWLEDGMENT  
The authors are grateful to Prof. G. Pfurtscheller and Mr. T. 

Solis-Escalante of the laboratory of Brain Computer Interface 
(BCI-Lab), Graz University of technology for making their 
data available. 

REFERENCES 
 

[1]  J. R. Wolpaw, N. Birbaumer, D. J. McFarland, G. Pfurtscheller, and T. 
M. Vaughan. “Brain-computer interfaces for communication and 
control. Clinical neurophysiology,” vol.113, no.6, pp.767-791, 2002. 

[2] D. J. Krusienski, M. Grosse-Wentrup, F. Galan, D. Coyle, K. J. Miller, 
E. Forney, and C. W. Anderson, "Critical Issues in Brain Computer 
Interface Research",Journal of Neural Eng., vol. 8, 025002 (8pp), 2011. 

[3]  A. Schlögl, C. Vidaurre, K. R. Müller, “Adaptive Methods in BCI 
Research – An Introductory Tutorial,” Brain-Computer Interfaces,  
Springer,  The Frontiers Collection, 2010. 

[4] J. Gan, “Self-adapting BCI Based on Unsupervised Learning,” in 3rd 
International Workshop on Brain-Computer Interfaces, Graz, Austria, 
pp. 50–51, 2006 

[5]  D.J.  McFarland and J. R. Wolpaw, “Sensorimotor rhythm-based brain–
computer interface (BCI): feature selection by regression improves 
performance,” IEEE Trans.Neural Syst. Rehabil. Eng. Vol.13, pp. 372–9  
2005. 

2013 IEEE Symposium on Computational Intelligence, Cognitive Algorithms, Mind, and Brain (CCMB) 105



[6] A. Satti, D. Coyle  and G. Prasad “Continuous EEG classification for a 
self-paced BCI,” Proc. of the 4th IEEE EMB Conf. on Neural 
Engineering (Antalya, Turkey) ,pp.315-8, 2009. 

[7] P. Shenoy , M. Krauledat, B. Blankertz , R. P. Rao and K.R. Muller, 
“Towards adaptive classification for BCI ,”J. Neural Eng.vol.3 pp. 13–
23, 2006. 

[8] C. Vidaurre, M. Kawanabe, P. von B¨unau, B. Blankertz, and K-R. 
M¨uller, “Toward an unsupervised adaptation of LDA for Brain-
Computer Interfaces,” IEEE Trans. Biomed. Eng., Vol. 58, no.3, pp.587 
-597, 2011 

[9] A. Satti , C. Guan, G. Prasad  and D. Coyle “ A covariate shift 
minimisation method to alleviate non-stationarity effects for an adaptive 
brain–computer interface,” 20th Int. Conf. Pattern Recognition, PP.105-
8,2010. 

[10] M. Sugiyama, M. Krauledat and K.-R. Muller, “Covariate shift 
adaptation by importance weighted cross validation,” Journal of 
Machine  Learning Research, vol.8, pp. 985-1005, 2007 

[11] Y. Li, H. Kambara, Y. Koike, and M. Sugiyama, “Application of 
covariate shift adaptation techniques in brain-computer interfaces,” 
IEEE Trans Biomed. Eng., vol. 57, no. 6, pp. 1318–24, 2010 

[12] B. Awwad Shiekh Hasan and J.Q. Gan, “Hangman BCI: An 
unsupervised adaptive self-paced brain-computer interface for playing 
games” Comput Biol Med. Vol.42, no. 5, pp: 598-606, 2012. 

[13] J. Millan, and J. Mourino, “Asynchronous BCI and local neural 
classifiers: an overview of the adaptive brain interface project.” IEEE 
Trans. Neural Syst. Rehabil. Eng.,Vol.11, pp.159-161, 2003. 

[14] Tsui, C., Gan, J. & Roberts, S.  “A self-paced brain-computer interface 
for controlling a robot simulator: An online event labelling paradigm 
and an extended kalman filter based algorithm for online training.” Med. 
& Biol.Eng. Comp. vol. 47, pp:257:265, 2009 

[15] T. Solis-Escalante, G.R. Muller-Putz, G. Pfurtscheller, “ Overt foot 
movement detection in one single Laplacian EEG derivation,”J. 
Neurosci. Methods, Vol. 175, pp.148-53, 2008. 

[16] R. Mohammadi, A. Mahloojifar, and D. Coyle “A combination of simple 
pre and post processing techniques to enhance self-paced BCIs,” 
Advances in Human-Computer interaction, Hindawi press, 185320, (10 
pages), 2012. 

[17] R. Mohammadi, A. Mahloojifar, H. Chen, and D. Coyle “EEG based 
Foot Movement Onset Detection with the Probabilistic Classification 
Vector Machine” Lecture Notes in Computer Science (LNCS), ICONIP 
2012, vol. 7666,  pp 356-363, 2012. 

[18] G. Pfurtscheller, and F. H. Lopes da Silva, “Event-related EEG/MEG 
synchronization and     desynchronization: basic principles.” Clin. 
Neurophysiol,. Vol. 110, pp. 1842-1857,1999. 

[19] F. Lotte, M. Congedo, A. Lécuyer, F. Lamarche, B. Arnaldi, "A Review 
of Classification Algorithms for EEG-based Brain-Computer 
Interfaces", Journal of Neural Engineering, 4, R1-R13, 2007. 

[20] Chen, H., Ti no, P., Yao, X.: Probabilistic Classification Vector 
Machines. IEEE Trans. Neural Net. 20, 901-14  2009. 

[21] Townsend, G., Graimann, B., Pfurtscheller, G.: Continuous EEG 
classification during motor imagery-simulation of an asynchronous BCI. 
IEEE Trans. Neural Syst. Rehabil. Eng, Vol.12, pp.258-65,2004. 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 

106 2013 IEEE Symposium on Computational Intelligence, Cognitive Algorithms, Mind, and Brain (CCMB)



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.6
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails true
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize false
  /OPM 0
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /Algerian
    /Arial-Black
    /Arial-BlackItalic
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /ArialNarrow
    /ArialNarrow-Bold
    /ArialNarrow-BoldItalic
    /ArialNarrow-Italic
    /ArialUnicodeMS
    /BaskOldFace
    /Batang
    /Bauhaus93
    /BellMT
    /BellMTBold
    /BellMTItalic
    /BerlinSansFB-Bold
    /BerlinSansFBDemi-Bold
    /BerlinSansFB-Reg
    /BernardMT-Condensed
    /BodoniMTPosterCompressed
    /BookAntiqua
    /BookAntiqua-Bold
    /BookAntiqua-BoldItalic
    /BookAntiqua-Italic
    /BookmanOldStyle
    /BookmanOldStyle-Bold
    /BookmanOldStyle-BoldItalic
    /BookmanOldStyle-Italic
    /BookshelfSymbolSeven
    /BritannicBold
    /Broadway
    /BrushScriptMT
    /CalifornianFB-Bold
    /CalifornianFB-Italic
    /CalifornianFB-Reg
    /Centaur
    /Century
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /CenturySchoolbook
    /CenturySchoolbook-Bold
    /CenturySchoolbook-BoldItalic
    /CenturySchoolbook-Italic
    /Chiller-Regular
    /ColonnaMT
    /ComicSansMS
    /ComicSansMS-Bold
    /CooperBlack
    /CourierNewPS-BoldItalicMT
    /CourierNewPS-BoldMT
    /CourierNewPS-ItalicMT
    /CourierNewPSMT
    /EstrangeloEdessa
    /FootlightMTLight
    /FreestyleScript-Regular
    /Garamond
    /Garamond-Bold
    /Garamond-Italic
    /Georgia
    /Georgia-Bold
    /Georgia-BoldItalic
    /Georgia-Italic
    /Haettenschweiler
    /HarlowSolid
    /Harrington
    /HighTowerText-Italic
    /HighTowerText-Reg
    /Impact
    /InformalRoman-Regular
    /Jokerman-Regular
    /JuiceITC-Regular
    /KristenITC-Regular
    /KuenstlerScript-Black
    /KuenstlerScript-Medium
    /KuenstlerScript-TwoBold
    /KunstlerScript
    /LatinWide
    /LetterGothicMT
    /LetterGothicMT-Bold
    /LetterGothicMT-BoldOblique
    /LetterGothicMT-Oblique
    /LucidaBright
    /LucidaBright-Demi
    /LucidaBright-DemiItalic
    /LucidaBright-Italic
    /LucidaCalligraphy-Italic
    /LucidaConsole
    /LucidaFax
    /LucidaFax-Demi
    /LucidaFax-DemiItalic
    /LucidaFax-Italic
    /LucidaHandwriting-Italic
    /LucidaSansUnicode
    /Magneto-Bold
    /MaturaMTScriptCapitals
    /MediciScriptLTStd
    /MicrosoftSansSerif
    /Mistral
    /Modern-Regular
    /MonotypeCorsiva
    /MS-Mincho
    /MSReferenceSansSerif
    /MSReferenceSpecialty
    /NiagaraEngraved-Reg
    /NiagaraSolid-Reg
    /NuptialScript
    /OldEnglishTextMT
    /Onyx
    /PalatinoLinotype-Bold
    /PalatinoLinotype-BoldItalic
    /PalatinoLinotype-Italic
    /PalatinoLinotype-Roman
    /Parchment-Regular
    /Playbill
    /PMingLiU
    /PoorRichard-Regular
    /Ravie
    /ShowcardGothic-Reg
    /SimSun
    /SnapITC-Regular
    /Stencil
    /SymbolMT
    /Tahoma
    /Tahoma-Bold
    /TempusSansITC
    /TimesNewRomanMT-ExtraBold
    /TimesNewRomanMTStd
    /TimesNewRomanMTStd-Bold
    /TimesNewRomanMTStd-BoldCond
    /TimesNewRomanMTStd-BoldIt
    /TimesNewRomanMTStd-Cond
    /TimesNewRomanMTStd-CondIt
    /TimesNewRomanMTStd-Italic
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Times-Roman
    /Trebuchet-BoldItalic
    /TrebuchetMS
    /TrebuchetMS-Bold
    /TrebuchetMS-Italic
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /VinerHandITC
    /Vivaldii
    /VladimirScript
    /Webdings
    /Wingdings2
    /Wingdings3
    /Wingdings-Regular
    /ZapfChanceryStd-Demi
    /ZWAdobeF
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create PDFs that match the "Recommended"  settings for PDF Specification 4.0)
  >>
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


