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[image: ]Spectrum processing : 
No peaks omitted

Quantitation method : Cliff Lorimer thin ratio section.
Processing option : All elements analyzed (Normalised)
Number of iterations = 1

Standardless

Element
Peak
Area
k   
Abs 
Weight%
Weight%
Atomic%

   
Area
Sigma
factor
Corrn.
   
Sigma
   

Na K
15019
506
  1.191
1.000
1.03
0.03
3.84

Si K
4477
367
  1.000
1.000
0.26
0.02
0.79

K K
2928
279
  0.970
1.000
0.16
0.02
0.36

Cr K
6461
256
  1.120
1.000
0.42
0.02
0.69

Fe K
3566
236
  1.191
1.000
0.24
0.02
0.38

Co K
4308
238
  1.261
1.000
0.31
0.02
0.46

Cu K
203019
761
  1.393
1.000
16.31
0.08
21.98

Zr K
1473
194
  4.656
1.000
0.40
0.05
0.37

Mo K
212296
871
  6.418
1.000
78.57
0.11
70.14

Au L
14480
413
  2.746
1.000
2.29
0.06
1.00










Totals




100.00






Sample thickness:  	0.0 nm
Sample density:     	0.00 g/cm3
Density estimate:  	10.05 g/cm3
Beam broadening: 	0.00 nm
Detector efficiency : Read from file ( X-Max 3.efy )
Pulse pile up correction performed.
Spectrum Label: Spectrum 7

Livetime 60.0 s

Acquisition geometry ( degrees ):
 Tilt = 0.0
 Azimuth = 0.0
 Elevation = 15.4

 Accelerating voltage = 200.00 kV 

 Total spectrum counts = 1966648

Sample data :
Energy (eV)
Resn. (eV)
Area
Strobe :
7.5
133.56
1975921




Optimization data : Manganese K series




Energy (eV)
Resn. (eV)
Area
Strobe :
.0
35.92
597099
Optimization element :
5893.8
124.35
144444
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