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Abstract— Heart rate variability analysis (HRVA) gives val-

uable insight to the cardiovascular system. Electrocardiogram 

(ECG) based HRVA has been assessment gold standard but 

eavesdropping of wearable technology requires the comparison 

of its surrogacy to an accepted standard. In this study, optical 

and mechanical measures at distal artery waveform are com-

pared to the electrical signal of the heart. The sensor data of the 

six healthy volunteers are collated and compared at fiducial 

points in various time, frequency and non-linear domains for 

HRVA. We have found that during early systole fiducial loca-

tion on waveforms can be surrogate to ECG standard and me-

chanical sensor 2nd derivative proved to be the best among them. 

Also, the comparative technology shows enormous potential for 

cardiovascular diagnostic. 

Keywords— Heartrate variability, Electrocardiogram, Pho-

toplethysmogram, Ballistic pulse pressure, fiducial point. 

I. INTRODUCTION  

Cardiovascular diseases caused by a change in heart 

rhythm are the leading cause of morbidity and mortality in 

this modern era, globally. It accounts for approximately 31% 

of deaths worldwide [1]. Non-invasive physiological signs, 

like blood pressure (BP) variation, HRV and arterial stiffness 

are few of the widely used, as simplest to acquire vital phys-

iological signs in accessing the cardiovascular health [2]. 

HRV, the change in the time interval between adjacent heart-

beats, is one of the most prominent noninvasive markers to 

establish the meaningful relationship between the autonomic 

nervous system and cardiovascular mortality, including sud-

den cardiac deaths [3]. Most commonly used techniques for 

HRVA is based on RR interval variability (RRIV) on the 

ECG waveform and by the advent of wearable technology 

peripheral photoplethysmograph (PPG) pulse rate variability 

(PRV) analysis is also becoming famous. The most com-

monly used and ‘Gold standard’ HRVA measurement 

method is the RR interval variability measurement from ECG 

[4]. The rapid increase in aging population and the increase 

in demand for home healthcare monitoring have increased re-

search interest in wearable healthcare technologies. Within 

the last decade, many studies have been carried out to realize 

the real-time acquisition of different physiological parame-

ters using wearable sensors [5]. Also, in recent times, a lot of 

work has been done in the direction to implement easy to use, 

noninvasive single acquisition location wearable technolo-

gies aimed at assessing and improving cardiovascular health. 

These works include the development of novel wearable de-

vices to continuously monitor BP variations, HRVA and 

sleep apnea. In the market currently, many wearable devices 

are available to monitor HRV based on PRV and RRIV. In 

this research, we are presenting a comparative analysis of dif-

ferent waveform based HRVA measurement techniques 

against the RRIV based HRVA measurement. The signals 

used are, PPG, which works on the optical absorption phe-

nomenon and a poor man tonometry, which measures the me-

chanical pressure variation of blood in artery, a distension 

waveform. The pulse wave rate variability based HRVA 

measurement techniques studied during this research are 

PPG & ballistic pulse pressure (BPP) measurement, a poor 

man tonometer device. The techniques mentioned here used 

various fiducial points measured on waveform which are the 

peak, 1st and 2nd derivative. In this experiment, we have used 

single measurement methods on peripheral pulse which de-

tects the flow pulsation from the blood volume change in the 

peripheral arteries optically and mechanically, PPG and BPP 

respectively. 

II. MATERIAL AND METHOD 

For this study, six healthy male volunteers were recruited 

by age group 34±9 years. The subjects were asked to relax 

for five minutes on an armchair before vital sign data acqui-

sition and informed consent was taken before the study. The 

Biopac MP36R system was used for simultaneous data ac-

quisition of all signals and subjects were asked to stay calm 

during the data acquisition to reduce the noise and motion 

artifacts. The data was sampled at the 2-kHz frequency with 

a resolution of 24-bit from acquisition unit for data analysis. 

Three sensors and their placements are: 1) The ECG signal is 

a gold standard for HRVA and reference for another signal 

for this comparative study, so to achieve noise-free signals 

chest position is selected as it provides the most stable loca-

tion for cardiac activity monitoring. 2) One of the top trends 

in the medical industry is wristwatch based cardiac activity 

monitor- due to easy of their used and internet connectivity. 
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To mimic this scenario, we have placed a PPG sensor of 

960nm wavelength on the sensor on subject’s wrist position 

and subjects were asked to refrain from movement to capture 

noise and motion artifact-free signals. 3) The use of tonome-

ter in the measurement of vascular hemodynamics is very 

popular in biomedical and clinical research. A poor man to-

nometer, custom designed device, BPP sensor [10] is placed 

on a subject palmar artery in index finger to acquire subject’s 

artery distension waveform. The collated dataset was ex-

ported in text file format for analysis in MATLAB environ-

ment, on a Windows PC.  

Table 1 HRVA dataset during resting heart condition 

 

BP Start=>Stop Age H(cm)/W(Kg)=> BMI 

139/98=>137/96 45 175/85 => 27.76 

118/77=>125/77 29 177/80 => 25.54 

116/71=>116/73 32 174/78 => 25.76 

121/71=>127/72 30 180/83 => 25.62 

119/66=>115/73 27 188/73 => 20.65 

117/67=>122/68 29 179/84 => 26.22 

III. FIDUCIAL POINTS SELECTION 

We have selected three key locations for our analysis and 

they are compared against the RR HRVA of ECG and these 

fiducial points are described:  

 

1. The peaks of waveform  

2. The peaks of 1st derivative of waveform  

3. The Peak of 2nd derivative of waveform  

 

The significance of these markers has been reported in the 

literature [10]. During the blood flow in the arterial tree, 

some of these points are greatly affected by wave reflection 

due to bifurcation and peripheral resistance. One of the pur-

poses of this study assesses the effect of wave reflection and 

to highlight the importance of wave reflection; for example, 

the peak of the waveform is greatly affected by a reflected 

wave in hypertensive subjects [10]. Whereas, waveforms are 

reflection free in early systole and 1st and 2nd derivatives are 

the critical points in these aspects. The foot of the waveform 

is also least affected by wave reflection but it can be impaired 

by technological limitation like sink color, hairs, and contact 

to the body in wearable sensors. The intersecting tangent has 

proved to be a crucial point due to reproducibility and resili-

ence to artifacts but doesn’t have physiological interpreta-

tion. The selected location of fiducial points is shown along 

with waveforms in figure 1. 

 

 
Figure 1: Waveforms and fiducial points 

IV. HRV ALGORITHM 

The HRV is compared across thefollowing aspect: 

1. Time domain 

a. Standard deviation of the normal-to-normal 

(NN) interval series (SDNN) 

b. Root mean square of successive differences 

(RMSSD) 

c. Triangular interpolation of the NN interval 

(TINN) 

2. Frequency domain  

a. Power spectrum density (PSD) 

i. VLF, LF, and HF frequency 0.003-

0.04Hz, 0.04-0.15Hz, and 0.15-0.4Hz 

respectively 

3. Time-frequency domain 

a. Windowed Periodogram 

b. Continuous Wavelet Transform 

c. Discrete Wavelet Transform 

4. Nonlinear domain 

a. Poincare plot analysis 

b. Sample Entropy 

c. Detrended Fluctuation Analysis 

 

The open source code [6] has been used due to ease of cus-

tomization and to test calculate HRVA on the above-men-

tioned domain. The data is preprocessed by fourth order but-

ter worth filter to remove noise from the signals and fiducial 

points were taken by taking the peaks of waveform and peaks 

of 1st and 2nd derivative waveforms. The R-peak on ECG sig-

nal is detected using Pans-Tompkins algorithm and data was 

visually inspected for cardiac arrhythmia. All fiducial points 

were detected and beat to beat interval is calculated for 

HRVA. 
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V. RESUTLS AND DISCUSSION 

The cardiac chronotropic modulation by autonomic nerves 

system facilitates end-organ perfusion in coordination to 

changing blood hemodynamics in arteries, to accommodate 

the sudden changes in the human circulation system. HRVA 

is used by biomedical researchers and clinicians to monitor 

cardiac disease like heart failure, respiratory sinus arrhythmia 

(RSA), hyperaldosteronism etc. HRVA publicly available re-

sources are Kubios [6], ECGLab [7], KARDIA [8], and Phys-

ioToolkit [9] from which we have selected the HRVAS [10] 

due to its easy customization. In this study, sensors are com-

pared in the context of e-Health applications as an alternative 

to chest based ECG systems. The HRVA is conducted on i7 

PC in MATLAB environment. The ECG, PPG and BPP 

waveforms and their fiducial locations based beat to beat in-

terval are shown as below: For agreement analysis, Bland 

Altman (BA) plot, and regression fit (R-fit) plotted is on fol-

lowing key parameters in respective domains, shown in table 

2. (pNNx= percentage of successive normal cardiac inter beat 

intervals, sdHR= standard deviation Heart rate, HRVTi= 

HRV time index, p=peak, VL=very low, L=low, H=high, 

F=frequency, SampEn=Sample Entropy, alpha, alpha1 & al-

pha2=Short term scaling exponent, SD1= dispersion standard 

deviation perpendicular to the axis, SD2= dispersion standard 

deviation along the axis) 

 

Table 2 Parameter used for analysis 

 

Time Domain 

SDNN pNNx RMSSD sdHR HRVTi TINN 

(ms) (%) (ms) (bpm) (ms) (ms) 

Freq Domain: Welch periodogram 

Freq Domain: Auto-Regressive periodogram 

Freq Domain: Lomb-Scargle Periodogram 

pVLF pLF pHF VLF LF HF 

(%) Peak(Hz) 

Nonlinear Poincare 

SampEn alpha alpha1 alpha2 SD1 SD2 

    (ms) 

Time-Freq: Auto-Regressive 

Time-Freq: Lomb Periodogram 

Time-Freq: Wavelet Transform 

pVLF pLF pHF VLF LF HF 

(%) Peak(Hz) 

 

The RR interval based HRVA of all subjects is tested for an 

agreement for HRVA for all fiducial points. Plots of Bland 

Altman analysis are shown below:  

 

 
Figure 2: R-fit(left) and BA(right) for ECG RR vs PPG Peak for 

HRVA 

 

 

 
Figure 3: R-fit(left) and BA(right) for ECG RR vs PPG 1st Derivative 

for HRVA 

 

 

 
Figure 4: R-fit(left) and BA(right) for ECG RR vs PPG 2nd Derivative 

for HRVA 
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Figure 5: R-fit(left) and BA(right) for ECG RR vs BPP Peak for 

HRVA 

 

 
Figure 6: Bland Altman for ECG RR Vs BPP 1st Derivative for HRVA 

 
Figure 7: R-fit(left) and BA(right) for ECG RR vs BPP 2nd Derivative 

for HRVA 

 

We have found correlation information which shows that 

the overall highest R-square parametric fit is found in PPG 

peak and BPP 2nd Derivative compared to ECG RR HRVA 

and lowest found in PPG 1st derivative vice versa for the sum 

of square error. Also, we have found, BA information, that 

reproducibility and variation coefficient (RPC & CV) is low-

est in PPG Peak and BPP 2nd Derivative, results shown in ta-

ble 3 as: 

Table 3 R-square fit and BA results  

 
Marker PPG_P PPG_1D PPG_2D BPP_P BPP_1D BPP_2D 

r² 0.972 0.925 0.956 0.948 0.939 0.966 

RPC/CV 11/29 18/47 13/35 15/38 16/42 12/31 

VI. CONCLUSIONS  

In this comparative study, we have found that BPP 2nd deriv-

ative and PPG peak can be used as a surrogate for ECG RR 

HRVA. Also, BPP, novel sensor, showed competitive effec-

tiveness to the optical sensor for HRVA.  
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