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Bismuthene nanosheets produced by ionic liquid
assisted grinding exfoliation and their use for
oxygen reduction reaction†
Manila Ozhukil Valappil, ‡ab Abhijit Ganguly,
Vijayamohanan K. Pillai,d Subbiah Alwarappan

b

‡a John Benson,c
and Pagona Papakonstantinou

*a

We report the simple synthesis of bismuthene nanosheets (BiNS) by ionic liquid assisted grinding exfoliation,
followed by size selection sequential centrifugation steps for the ﬁrst time. The exfoliation process results in
the formation of self-assembled spherule-like superstructures with abundant edge sites, which are able to
catalyze the oxygen reduction reaction (ORR) via a two-electron pathway, with a higher eﬃciency than the
bulk Bismuth. We rationalize the enhanced ORR activity of the BiNS to: (i) the presence of 1 dimensional
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topological edge states, which provide strong conduction channels for electron hopping between the
bismuth layers and (ii) the more active role of edge sites in facilitating O2 adsorption and dissociation of

DOI: 10.1039/d0ra09763b

O–O bonds compared to the basal plane. The present study provides a pathway for employing 2D

rsc.li/rsc-advances

topological insulators as a new class of electrocatalysts for clean energy applications.

Introduction
Atomic two-dimensional (2D) layers have been captivating
researchers' interest ever since the discovery of graphene.
Most recently, research eﬀorts have been focused on heavy
pnictogens, such as arsenene, antimonene, and bismuthene,
which have emerged as new members of the 2D family.1
Among the 2D pnictogens members, bismuthene can be
distinguished from other heavy metals, since it possesses
a high volumetric capacity (3000 mA h L1), environmental
benignity and unusually low toxicity. Its bulk counterpart
bismuth (Bi) exhibits metallicity and consists of stacked layers
with a buckled rhombohedral crystal structure. This permits
Bi to be potentially exfoliated to its 2D single or a few-layers
with an enlarged surface area, making it usable for electrochemical based applications. In fact, bismuthene nanosheets
(BiNS) have recently been investigated in electrocatalytic CO2 2,3
and N2 reduction reactions,4 and as anode material for Na and K
ion batteries,5,6 demonstrating promising performance. Bismuthene multi-layered nanosheets have been synthesized recently
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with state-of-the-art synthesis methodologies, including, shear
exfoliation in liquids,7 ultra-sonic exfoliation,8 electrochemical
exfoliation3,6 of Bi crystals and electro-reduction of Bi precursors.2,9 Nevertheless, the fabrication of a few-layer BiNS via scalable methods is highly challenging.
Oxygen reduction reaction (ORR) plays a crucial role for
commercial development of clean renewable energy storage and
conversion systems such as metal–air batteries and lowtemperature fuel cells (four-electron (4e) reduction pathway)
and also for generation of hydrogen peroxide (2e pathway).
The development of non-precious metal catalysts with either
4e ORR or 2e ORR has become a main focus of research
regarding these applications.10,11 However, there have not been
any dedicated attempts to explore the performance of BiNS as
an ORR catalyst. In light of all these gaps in the reported literature, we report here an approach to prepare ultrathin BiNS via
an ionic liquid assisted grinding exfoliation process followed by
sequential centrifugation steps to separate various sizes.
Remarkably we noticed a spherules self-assembled morphology,
upon evaporation of the solvent and found that these ultrathin
self-assembled nanosheets of bismuthene act as an eﬃcient
ORR electrocatalyst. We attribute the enhanced electrocatalytic
activity of BiNS to the abundance of electron conducting
channels at the edges, arising from the 2D topological insulator
nature of bismuthene, and to the more active role of edges on
adsorbing and dissociating O2 compared to the bulk Bi.
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Results and discussion
The exfoliation process involves grinding of bulk bismuth
powder with a small amount of ionic liquid to produce a gel
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followed by removal of the ionic liquid and sequential centrifugation. Bi powder (100 mesh) was ground in an agate mortar
grinder. The grinding was carried out for 60 hours by mixing
room temperature ionic liquid (1-butyl-3-methylimidazolium
hexauorophosphate, BMIMPF6) and Bi powder in a ratio of
1 : 2. The progress of exfoliation was indicated by the formation
of a gelatinous material. The resulting gel was further subjected
to removal of ionic liquid by washing three times with DMF–
acetone mixture (1 : 3). The puried product was then size
separated by sequential centrifugation at 0.5k, 1k and 3k revolutions per minute (rpm) as described in our previous
works.12–15 The products were then vacuum dried and further
used for characterisation. Isolated products were labelled as
BiNS Xk, where Xk represents the centrifugation speed in rpm.
The morphological analysis of the size selected materials was
analysed using Field-Emission Scanning Electron Microscopy
(FESEM) as shown in Fig. 1. The morphology of bulk bismuth
metal was also examined for comparison. Bulk Bi consists of
large and thick chunks (Fig. 1a) of approximate size of 6–60 mm
with thickness of 2–40 mm, as estimated from the statistical
analysis of the FESEM images (Fig. S1a for particle size and
Fig. S1b for thickness histograms, presented in ESI†). However,
a closer view on the surface of those chunks revealed an islandlike arrangement with a lateral size <0.3 mm (Fig. 1b).
Exfoliation and subsequent centrifugation (from 0.5k to 3k
rpm) led to the formation of agglomerates of progressively
smaller size and thickness with increasing centrifugation
speed, as observed from Fig. 1c to e and evidenced from the
respective statistical analysis (Fig. S1†). In fact, the agglomerates consist of 2D bismuthene nanosheets, which are intertwined to form self-assembled ower-like or spherules-like
superstructure with porous morphology (Fig. 1c–f). The
production yield of this self-assembled process is almost 100%,
and the statistical analysis has shown that the diameter of the
spherules (peak values ranging from 165 to 88 nm, Fig. S1a†) as
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well as the nanosheet-thickness (9 to 5 nm, Fig. S1b†) can be
tuned by varying the ake size with increasing centrifugation
speeds from 0.5k to 3k rpm (Fig. 1c–f). The small nanosheet size
at 3k rpm (minimum value achieved of 20 nm with thickness
of 2 nm), shown in Fig. 1e and f, arises mainly from the
compressive and shear forces exerted during the grinding
process.
It is worth noting that due to its so metallic nature, the
mechanical breaking point of Bi is much smaller than that of
graphene, leading to the high yield of nanosheet with small
lateral size. It is emphasized that formation of spherules-like
superstructures assembled by intertwining ultrathin nanosheets, at diﬀerent angles, has not been observed in our earlier
studies with other 2D layered nanomaterials like graphene,12
MoS2 13 or WS2 14 nanosheets produced by the same exfoliation
approach. BiNS in powder form, produced via oven drying of the
centrifugation product, and subsequently redispersed in
various solvents (acetone, DMF, ethanol, hexane) and drop
dried under in infra-red lamp, displayed a similar aggregation
without showing any solvent dependency, as evidenced from
the FESEM observations in Fig. S2.† It is believed that the selfassembly arises from convection driven evaporation dynamics
of the solvent upon the drying process.16 The drying process is
regulated by BiNS nanosheet interactions, packing constraints,
mass and heat transfer during drying, together with kinetic and
thermodynamic factors. It is known, that evaporating sessile
droplets loaded with colloidal nanoparticles from volatile
solvent can generate a wealth of ordered architectures that arise
from evaporation-driven uid ow. This self-assembly is
a complex process that is controlled by the nanoparticle
(physical and chemical properties of nanoparticle suspension,
size, geometry, concentration), solvent, droplet geometry,
substrate hydrophobicity, and evaporation kinetics. Previous
work17 has indeed demonstrated that the convective
evaporation-induced assembly process can be strongly

Fig. 1 Morphological study: FESEM images of (a) bulk Bi, (b) surface of bulk Bi particle in higher resolution, and (c–f) bismuthene nanosheets
(BiNS): (c) BiNS 0.5k (d) BiNS 1k (e) BiNS 3k (f) BiNS 3k in higher resolution.

43586 | RSC Adv., 2020, 10, 43585–43591

This journal is © The Royal Society of Chemistry 2020

View Article Online

Open Access Article. Published on 09 December 2020. Downloaded on 12/9/2020 2:41:00 PM.
This article is licensed under a Creative Commons Attribution-NonCommercial 3.0 Unported Licence.

Paper
inuenced by convective uid particle transport, including the
Marangoni ow, which arises from temperature and concentration gradients.17–20 The self-assembled spherules organisation of bismuth nanosheets has not been reported before and
demands further in-depth analysis. Importantly, the spheruleslike superstructure with porous morphology could provide
highly accessible surfaces, which would be benecial for high
ion transport essential for energy storage devices.
The elemental composition of the as exfoliated BiNS was
analysed using Energy-Dispersive X-ray analysis (EDAX),
elemental mapping. Elemental mapping of BiNS 3k (SEM image
shown in Fig. 2a) conrmed a uniform distribution of bismuth
element (Fig. 2b). Trace amounts of oxygen was also noted, as
shown in (Fig. 2c), revealing the presence of surface oxides.
EDAX spectrum of BiNS 3k sheets conrmed the presence of Bi
and oxygen elements (Fig. 2d) as well as a small amount of
carbon and nitrogen originating from the DMF solvent.
Furthermore, the chemical environment of the as synthesised BiNS was analysed using X-ray photoelectron spectroscopy (XPS). The XPS survey scans conrmed the similarity in
elemental composition between bulk Bi and BiNS, contributed
mainly by Bi element (Fig. S3†). A considerably intense O 1s
signal suggested the presence of oxide phases, which originated
from the starting bulk Bi material. A carbon signal was also
observed, originating from adventitious contamination, adsorbed on the sample's surface. Comparative Bi 4f, Bi 5d and O 1s
core level spectra of bulk Bi and BiNS 3k are shown in Fig. 3.
Two pairs of peaks with energy diﬀerence of 5.31 eV (Bi 4f5/2
164.13 eV; Bi 4f7/2, 158.82 eV) and 3.02 eVs (Bi 5d3/2, 28.83 eV; Bi
5d5/2, 25.81 eV) due to the spin-orbital splitting were identied
from Bi 4f (Fig. 3b) and 5d core level spectra (Fig. 3a) respectively of bulk bismuth.21 BiNS 3k centrifugation products
exhibited nearly the same binding energies for well-dened
spin-coupled doublets with same energy diﬀerence as those of
bulk crystal (Table S1†). In addition, no additional or enhanced
sub-bands from bismuth oxides5 were detected, in the BiNS,

EDAX mapping: (a) SEM image of bismuthene nanosheets (BiNS
3k). Elemental map obtained from EDAX scan for (b) bismuth and (c)
oxygen. (d) EDAX spectrum of BiNS 3k, collected from the area shown
by red coloured circle in (a). Si signal originates from the silicon
substrate.

Fig. 2
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High resolution XP spectra of bulk Bi (top) and bismuthene
nanosheets (BiNS 3k, bottom plots): (a) Bi 5d, (b) Bi 4f and (c) O 1s
spectra.

Fig. 3

indicating that the exfoliation process does not introduce any
oxidation. Actually, BiNS 3k nanosheets exhibited a smaller
contribution from BiOx (6.3 at%) (Fig. 3a), compared to bulk Bi
(11.2 at%).
Similarly, the deconvoluted O 1s spectra of both the bulk and
exfoliated materials (Fig. 3c) showed the presence of a lower
binding energy peak corresponding to bismuth oxide (Bi–O),
along with the higher binding energy signals attributed to the
surface-bound hydroxyl groups (–OH) or other singly bonded
oxygen groups.21 In agreement with the Bi 5d core level spectra,
the exfoliated BiNS exhibited a lower Bi–O contribution (27
at%), relative to its bulk counterpart (33 at%). On the contrary,
the relatively higher peak intensity of the hydroxyl moieties and
pronounced appearance of doubly bonded oxygen groups (]O)
is associated with the considerably higher surface area available
for BiNS.
Raman spectroscopy is an important tool for studying the
exfoliation of 2D layered materials. Fig. 4a and S4† show the
comparative Raman spectra of exfoliated BiNS collected at the
centrifugation speeds of 1k and 3k rpm together with those of
bulk Bi. Both Bi and BiNS show two characteristic peaks around
68 cm1 and 93 cm1, which can be assigned to the in-plane Eg
and the out-of-plane A1g vibration modes of bismuth.22 The
BiNS showed a decrease in the peak intensity ratio of Eg vs. A1g
peaks (from 2.39 for bulk Bi to 1.18 for BiNS 3k, Fig. 4b) and
a blue shi in two characteristic peaks (from 67.88 cm1 for
bulk Bi to 71.04 cm1 for BiNS 3k) compared to bulk Bi (Table
S2†). This blue shi of z3.2 cm1 in Eg and A1g modes and the
observed decrease in the IEg/IA1g ratio can be attributed to the
phonon connement eﬀects due to signicantly reduced lateral
dimensions (50–20 nm) of BiNS.12,22 In addition, a prominent
increase in FWHM of both Eg and A1g was also observed upon
exfoliation (Fig. 4b), which is related to the reduced lateral size
of the exfoliated bismuthene nanosheets.
The crystallinity of BiNS was further probed by X-ray
diﬀraction (XRD), by comparison with bulk Bi powder
(Fig. 4c). Bulk Bi showed multiple peaks with relatively strong
diﬀraction patterns due to the presence of several crystal
planes. All the diﬀraction peaks can be indexed perfectly with
the rhombohedral phased bismuth (ICDD reference code: 01085-1329) with cell parameters a ¼ 4.545 Å and c ¼ 11.83 Å and
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Fig. 4 (a) Raman spectra of bulk Bi and exfoliated BiNS. (b) Variation of
intensity ratio of Eg and A1g vibrational modes, and the full-width at half
maxima values of respective Eg mode. (c) XRD patterns of bulk Bi and
BiNS 3k.

m.8 However, BiNS exhibited a diﬀraction
space group R3
pattern of considerable reduced intensity; a similar eﬀect
observed previously in our graphene and MoS2 exfoliation
products.12,13 Since the diﬀraction peak intensity is a result of
constructive interference from aligned crystal planes, a decrease
in the diﬀraction intensity indicates a reduction in the number
of aligned planes (layers). In addition, a signicant increase in
FWHM was observed further conrming the presence of small
BiNS. Few additional signals could be observed mostly originated from the oxide phases23 as well as from the silicon
substrates, however most of them already existed in the starting
bulk Bi powder (Fig. S5†).
Furthermore, transmission electron microscopy (TEM) was
used to probe the exfoliation of bismuth. Fig. 5a shows a typical
image of bulk Bi platelet, with about 1 mm lateral dimension;
the dark colour is indicative of their large thickness. Upon
mechanical exfoliation into bismuthene (BiNS 3k) the lateral size
reduced into few tens of nanometres as evidenced from Fig. 5b.
The selected area electron diﬀraction (SAED) pattern (inset,
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Fig. 5b) of BiNS 3k nanosheet conrmed polycrystallinity due to
presence of numerous but well-exfoliated layers, arranged in
random orientations, within the selected diﬀraction area. In
contrast, the bulk Bi revealed single crystalline SAED pattern
originated from stacked atomic layers (inset, Fig. 5a). Typical
atomic force micrograph (AFM) with a height prole (Fig. 5c) of
3 nm revealed that the majority of BiNS 3k consist of 6 layers,
considering the interlayer spacings of 0.480 nm (for b-Bi).24
It is well established that the edges in 2D materials (e.g.
graphene, MoS2) are responsible for their electrocatalytic
activity towards various reactions such as ORR12 and hydrogen
evolution reaction.13 BiNS 3k with a high abundance of exposed
edges represent a good model to elucidate the role of bismuthene edges towards ORR. This was evaluated in O2 saturated
0.1 M aqueous solution of KOH using linear sweep voltammetry
(LSV) and the rotating ring-disk electrode (RRDE) techniques
with a catalyst loading of 0.285 mg cm2. Prior to measurements, pre-conditioning of the catalyst was performed by
cycling in the working potential range for 15 cycles (Fig. S6†).
As displayed in Fig. 6a, the BiNS 3k catalyst showed a higher
ORR current density of 2.39 mA cm2 at 0.17 VRHE (potential
vs. RHE) and more positive onset potential (dened as the
potential at 0.01 mA cm2) of 0.77 VRHE, compared to bulk
bismuth (1.2 mA cm2@0.17 VRHE; 0.74 VRHE@0.01 mA cm2),
indicating a higher ORR catalytic activity. Both bulk Bi and
BiNS 3k showed two distinctive slopes separated by a peak
around 0.48 VRHE, which are associated with two successive
2e electrochemical reductions. The rst slope at higher
potential is attributed to the reduction process of O2
producing the intermediate peroxide HO2 by-product (O2
+H2O + 2e / HO2 + OH); whereas the second slope at
lower VRHE corresponds to the reduction of HO2 to OH
(HO2 + H2O + 2e / 3OH).12
Furthermore, RRDE tests were conducted to clarify the 2e
ORR pathway and intermediate HO2 yield. Fig. 6b shows the
total disk current density (jD) for complete O2 reduction to OH
as a function of disk potential ED, together with the HO2
generation detected by the Pt ring current (IR).11 Both IR and jD
are higher for the BiNS 3k catalyst compared bulk Bi (IR: 49.11
vs. 28.84 mA at 0.2 VRHE; jD: 2.12 vs. 0.89 mA cm2 at 0.2 VRHE).
The hydrogen peroxide yield (H2O2%) and the number of
transferred electrons (n) per oxygen molecule, during the ORR,
were calculated based on the following equations:12

ORR study: (a) linear sweep voltammetry (LSV) of bulk Bi and
BiNS 3k measured at 5 mV s1 scan rate, with a rotation speed of
1600 rpm, in N2 and O2 saturated conditions (0.1 M KOH). (b)
Respective rotating ring-disk electrode (RRDE) proﬁles recorded at
10 mV s1 scan rate, with a rotation speed of 1600 rpm and a ring
potential of 1.5 VRHE.
Fig. 6

Fig. 5 TEM images of (a) bulk Bi and (b) exfoliated BiNS 3k; respective
SAED patterns shown in insets. (c) AFM image and corresponding
height proﬁle of BiNS 3k.
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H2 O2 % ¼ 100 
n¼4

2IR =NC
ID þ IR =NC

ID
ID þ IR =NC

(1)

(2)

where ‘IR’ and ‘ID’ represent the ring and disc current, respectively. The collection eﬃciency (NC) was 0.256 for the RRD
electrode (Pine inst., AFE6R1PT, E6 series Pt ring, 5mm).
Employing the above mentioned equations, it is found that
the BiNS 3k catalyst yielded much less H2O2 formation (H2O2%
¼ 62.29–59.97%), and exhibited higher n values (n ¼ 2.75–2.80),
compared to the bulk Bi (H2O2% ¼ 86.35%74.02%; n ¼ 2.27–
2.52), irrespective of the applied potential, as evidenced in
Fig. S7.† Overall, BiNS featured a lower H2O2% yield, onset
potential, as well as higher current density and number of
electrons involved in the reduction process compared to bulk Bi
counterparts. These results evidently show that the enhanced
edge site population of the Bi nanosheets is responsible for the
improved ORR activity. Below have tried to rationalize the active
role of edges in catalysing ORR compared to the basal plane.
The ORR involves, among others, the O* intermediate; we
thus reasoned that the O binding energy to bismuth would have
an important inuence on the rate of the reaction. The Gibb's
free energy corresponding to the adsorption of oxygen atom can
be written as
DGO* ¼ DEads + 0.33 eV

(3)

where O* indicates oxygen adsorbed on the surface, Eads is the
adsorption energy of adatom. DGO* should be zero for an eﬃcient ORR reaction and hence DEads should be in the vicinity of
0.33 eV. The calculated adsorption energies of O* on pristine
monolayer of Bi was 3.9 eV,25 which is far away from 0.33 eV,
suggesting that the basal surface of Bi is inactive. Further supporting evidence is provided by theory calculations conducted
recently by other groups,26,27 which suggest that the edge sites of
Bi are far more active than the basal plane for the adsorption
and activation of various molecules.
Besides, the reported literature28–32 has shown that bismuthene, due to strong spin-orbit coupling (SOC) and non-trivial
bandgap (0.8 eV),29 is anticipated to be a 2D topological insulator, exhibiting strong conduction channels along its edges.28–30
Experimental verication of 1D topological edge states residing on
edges has been demonstrated on monolayer29 and bi-layer systems.28
Theoretical investigations on a few-layer Bi predicted that 2D Bi
possesses stable topological characteristics irrespective of the
number of layers.33 On the other hand, for bulk Bi, which is semimetal with very small (10 meV) band gap, recent experimental
and theoretical work established Bi to have one-dimensional (1D)
topological hinge states and be a higher-order topological insulator.31
Taking into account the above, it is thus expected that the electron
rich conductive edges would provide an easier path for electron
hopping between the layers of BiNS and contribute to higher ORR.
One should note that the Bi oxidation state should not be
ignored: BiNS 3k exhibited lower contribution of BiOx (bulk
oxidation state) than its bulk counterpart (Fig. 3a), while the

This journal is © The Royal Society of Chemistry 2020

functional groups, with –OH and ]O moieties, became relatively greater (Fig. 3c). Such –OH and ]O moieties being
surface- or edge-bound are expected to lead to the spin redistribution and charge delocalization on the neighbouring metal
atoms,34 aﬀording active centers.35

Conclusions
In conclusion, the mechanical exfoliation of Bi to a few-layer
bismuthene has been demonstrated. Detailed spectroscopic
and morphological studies veried that the exfoliation process
does not introduce any foreign groups on the surface of BiNS
and results in self-assembled spherules-like superstructure
with diameter of 88 nm in diameter. Their formation, arises
from convection driven evaporation dynamics of the solvent
upon the drying process. Moreover, for the rst time the
catalytic activity for ORR of BiNS in alkaline medium is
investigated. It is established that the abundance of edges in
BiNS increases the ORR activity which proceeds via a 2e
reaction pathway. We suggest, that since bismuthene has
been theoretically and experimentally veried to be a 2D
topological insulator, it exhibits conduction channels at its
edges. These 1 dimensional topological edge states would
provide an easier path for electron hopping between the
layers of BiNS and contribute to higher ORR performance.
Based on theoretical predictions reported in the literature,
we postulate that BiNS edges are more capable for adsorbing
and activating O2 than the basal plane. Furthermore the
possible role of Bi–OH and Bi¼O functional groups on
enhancing ORR has been mentioned. Our work demonstrates
a simple and high-throughput approach to produce selfassembled architectures from bismuthene nanosheets and
provides a pathway for employing 2D topological insulators
as a new class of catalytic materials for clean energy.

Experimental
Chemicals
Bulk bismuth powder (100 mesh, $99.99% trace metals basis)
was purchased from Sigma-Aldrich, UK. The room temperature
ionic liquid 1-butyl-3-methylimidazolium hexauorophosphate
(BMIMPF6, $97.0%) were purchased from Manchester Organics,
UK. All analytical grade chemicals, anhydrous N,N-dimethylformamide (DMF, purity $99.8%), acetone (purity >99.5%)
and potassium hydroxide (KOH akes, $90%) were purchased
from Honeywell (UK), and used without any further purication
process. Pure oxygen and nitrogen gas (BOC, UK) was used for the
electrochemical characterisations. Milli-Q water, with resistivity
of 18.2 MU cm was used to prepare all aqueous solutions.
Exfoliation of bismuthene nanosheets
Bismuthene nanosheets (BiNS) were exfoliated by mechanical
grinding of bulk bismuth powder, using a mortar grinder system
(RM200, Retsch GmbH), in an adequate quantity of BMIMPF6
ionic liquid; followed by sequential centrifugation steps, using
a Thermo Scientic Sorvall ST-16 Centrifuge system.
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Characterizations
Prior to basic characterizations, all as-prepared powder hybrids
were well-dispersed in DMF solution (z1 mg mL1), under
ultrasonication. For morphological and elemental characterizations, well-dispersed DMF inks were drop-dried on clean Si
substrates. Surface morphology was studied by using eldemission scanning electron microscope (FE-SEM, HITACHI
SU5000) at an accelerating voltage of 10 kV. Energy-Dispersive
X-ray analysis (EDAX), elemental mapping was performed with
FE-SEM equipped package (Oxford Instruments) using Aztec
soware. X-ray photoelectron spectroscopy (XPS) analysis was
carried out using a Kratos AXIS ultra DLD with an Al Ka (hn ¼
1486.6 eV) X-ray source. Elemental quantication was performed aer Shirley background correction and calibration of
the binding energies with respect to the C 1s line at 284.5 
0.2 eV associated with graphitic carbon. Raman spectroscopy
was operated using an excitation wavelength of 532 nm (RL532C
laser source) at a Renishaw Invia Qontor system. X-ray diﬀraction (XRD) analysis was conducted by employing a Bruker D8diﬀractomer with Cu-Ka radiation source (40 kV, 40 mA, l ¼
1.5314 Å). High resolution transmission electron microscopy
(TEM) images and selected area electron diﬀraction (SAED)
patterns were obtained on the samples, prepared by drop-drying
2 mL of DMF solution onto carbon micro-grids (Agar scientic,
S147-3, holey carbon lm 300 mesh Cu), and using the JEOL
JEM 2011 at an accelerating voltage of 200 kV.
Electrochemical characterizations and the oxygen reduction
reaction (ORR) studies were performed, in O2 saturated 0.1 M
aqueous solution of KOH using linear sweep voltammetry (LSV)
at an Autolab, PGSTAT/FRA system. Rotating ring-disk electrode
(RRDE) measurements were conducted, on a Pine Wavedriver
20 Bipotentiostat (Pine research instruments, Durham, USA),
employing a typical 3-electrode conguration with a platinum
wire (Pt, CHI. Instrument, Inc.) as counter electrode (CE) and
Ag/AgCl (3 M KCl, CHI. Instrument, Inc.) as reference electrode
(RE). For ORR activity assessment, the measured potential (VRHE)
was presented with respect to reversible hydrogen electrode
(RHE). The working electrode was fabricated by drop-drying the
catalyst ink (DMF-based solution of bulk Bi or BiNS) onto a polished glassy carbon RRDE (Pine inst., AFE6R1PT, E6 series Pt
ring, 5mm) with a desired catalyst-loading of z0.285 mg cm2.
Prior to measurements, pre-conditioning of the catalyst was
performed by cycling in a potential range of 0.8 V to 0.2 V
(versus Ag/AgCl) for 15 cycles (Fig. S6†).
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